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CoastKey Evinrude G1 Installation Single – CoastKey Basic, Standard and Premium

Item number
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CK01510 
Engine Box Analog #1

CK01010
CoastKey Start Panel 
Analog

Engine #1

CK20105-0
NWS002-13 Evinrude G1 P&P Harness

CK01020
CoastKey FOB5

Evinrude G1 key switch 
(Needs to be modified – see last page)

Female (pins) Male (pins)

Female (pins) Male (pins) Trim/Tilt connection – 
Connects to Trim All 
connector on the 
Evinrude PTT 
connector.

Male (pins) Female (pins)

Male (pins) Female (pins)

Connect Black and Blue 
wires to the external 
cut-off switch included 
in the CoastKey kit.

Connect this to the black T-split 
harness provided with this kit 

(See last page)
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CK20105-1
Evinrude G1 Killswitch

Disconnect the Ignition Switch cable connector 
from the engine cable connector. Insert the 
CoastKey harness as shown. 

Disconnect the Trim/Tilt cable connector from 
the Evinrude Trim/Tilt cable connector. Insert 
the CoastKey harness as shown. 



Date Drawn by

16-04-2020 Pål Sørensen

Item name

CoastKey Evinrude G1 Installation Twin – CoastKey Basic, Standard and Premium
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CK01511 
Engine Box Analog #1+2

CK01010
CoastKey Start Panel 
Analog

Engine #2

UP

DOWN

Engine #1

CK01020
CoastKey FOB5

Evinrude G1 key switch 
(Needs to be modified – see last page)

Female (pins) Male (pins)

Female (pins) Male (pins) Trim/Tilt connection – 
Connects to Trim All 
connector on the 
Evinrude PTT 
connector.

Male (pins) Female (pins)

Male (pins) Female (pins)

Engine #2

Evinrude G1 key switch 
(Needs to be modified – see last page)

Female (pins) Male (pins)

Female (pins)

Male (pins)

Male (pins) Female (pins)

Connect Black and Blue 
wires to the external 
cut-off switch included 
in the CoastKey kit.

Connect this to the black T-split 
harness provided with this kit 

(See last page)

Connect this to the black T-split 
harness provided with this kit 

(See last page)

Trim/Tilt connection – Only 
necessary to connect trim/tilt 
from one of the CK Engine 
Boxes.
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CK20105-0
NWS002-13 Evinrude G1 P&P Harness

CK20105-1
Evinrude G1 Killswitch

CK20105-0
NWS002-13 Evinrude G1 P&P Harness
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Disconnect the Ignition Switch cable 
connectors from the engine cable connectors. 
Insert the CoastKey harness as shown. 

Disconnect the Trim/Tilt cable connector from 
the Evinrude Trim/Tilt cable connector. Insert 
the CoastKey harness as shown. 
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Disconnect the Black wire with yellow stripe from 
the ignition switch – «M» terminal.

Connect this end to the 
Brown wire on the 
CoastKey harness

The black extention cable is part 
of the CoastKey Evinrude G1 kit.

1. Disconnect the Yellow wire with Red stripe from the post 
on the rear side of the ignition switch («S» terminal). 

2. Connect the female plug on the T-split harness provided 
with the kit to the same post. 

3. The male connector on the T-split is then connected to 
the yellow wire with red stripe, that was removed from the 
ignition switch.   Evinrude G1 key 

switch connector

Neutral Safety 
Switch

Evinrude G1 Key Switch
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