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Splice the Blue wire from engine trim/tilt cable 
with Yellow wire from CoastKey harness. Then 
splice Green wire from engine trim/tilt cable with 
White wire from CoastKey harness. 

Disconnect the Ignition Switch cable 
connector from the engine cable connector. 
Insert the CoastKey harness as shown. 
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Splice the Blue wire from engine trim/tilt cable 
with Yellow wire from CoastKey harness. Then 
splice Green wire from engine trim/tilt cable with 
White wire from CoastKey harness. 

Disconnect the Ignition Switch cable 
connectors from the engine cable connectors. 
Insert the CoastKey harness as shown. 
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Splice the Blue wire from engine trim/tilt cable 
with Yellow wire from CoastKey harness. Then 
splice Green wire from engine trim/tilt cable with 
White wire from CoastKey harness. 

Disconnect the Ignition Switch cable connectors 
from the engine cable connectors. Insert the 
CoastKey harness as shown. 
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Splice the Blue wire from engine trim/tilt cable 
with Yellow wire from CoastKey harness. Then 
splice Green wire from engine trim/tilt cable with 
White wire from CoastKey harness. 

Disconnect the Ignition Switch cable connectors 
from the engine cable connectors. Insert the 
CoastKey harness as shown. 


